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Technical Data 

• Incineration: 1 x 21.58 Mg/h 
 1 x 60 MW 

• Throughput: 160,000 Mg/a 
• Steam generation: 70.5 Mg/h 

 (40 bar/380 °C)  
• Energy release: max. 13 MWe 

 max. 30 MWth 
• Flue gas flow 135,470 Nm³/h 
 

 Process and Plant 

• Grate system 
• Shredder 
• Baling press 
• Steam boiler 
• Flue gas treatment 
• Water steam system with turbine 

and air condenser 
 
Special Features 

• Baling press 
 

 

Client 

Martin GmbH für Umwelt- und 
Energietechnik, München 
 
Employer 

Zweckverband für Abfallwirtschaft 
Südwestthüringen 
 
Project  

Waste-to-Energy plant 
Capacity: 160,000 Mg/a 
 
Consultant  

Pöyry Energy GmbH, Germany 
 
Services 

• General planning and project 
management in consortium 

• Preparation of permission 
documents and management of 
permission procedures 

• Preparation of bidding documents 
and evaluation of tender 
documents for balance of plant 

• Detailed design 
• Overall project supervision and 

site supervision 
• Commissioning 
 
�Services Period  

Planning and design: 2003 – 2004 
Permission: 3/2004 – 10/2004 
Commissioning: 7/2004 – 9/2006 
 

  

  

 


